WARNING: The air conditioning system is under high pressure. Do not disassemble any part of the system until the system has been evacuated by a certified air conditioning system mechanic.

1. Have A/C system discharged before continuing.
2. Remove negative battery cable from battery. Also remove the accessory belt.
3. Remove all A/C components, compressor, accumulator, condenser assembly, all hose clamps, and large A/C bracket and fittings. The A/C eliminator bracket will take the place of the A/C bracket.
4. Facing the engine, remove the three bolts (studs) on the right side of the water pump. The middle bolt has to be replaced by a standard bolt of equal size. The top and bottom bolts are supplied. The power steering nut will be reused.
5. The side of the bracket with the one hole will mount on the power steering bracket. Slide the A/C eliminator bracket on the power steering stud and tighten nut a couple of turns.
6. Take the shorter bolt supplied insert it in the top left hole of the bracket and place the larger spacer provided between the bracket and the water pump housing. Tighten the bolt a couple of turns.
7. Use the longer bolt supplied and install bolt in the lower left hole on the bracket placing the spacer washer between the bracket and the water pump housing and tighten a couple of turns.
8. Tighten all bolts and the P/S nut 20-25 ft. lbs.
9. Remove belt tensioner from alternator bracket.
10. Slide belt tensioner bolt and locator pin into the center of the bracket. Use Locktite #242 on nut holding tensioner to bracket and tighten to 40 ft. lbs.
11. Install new belt per March instructions. Start engine momentarily to check belt tracking.

Belts with Power Steering Units

Belts without Power Steering Units use Dayco belt #5060590
When not using power steering remove brackets from the drivers side cylinder head but leave stud for P/S in head. Slide 5 1/2" spacer over stud to space out A/C eliminator bracket properly.
Mounted Product is NonRefundable

Respons

Product Name

Invoice Date

Invoice Number

Address

Phone

Prepares Name/E

Date

Prepares By

REVIEW

NOTE: Preparers are responsible for the condition of all materials received. The condition of all materials received is the sole discretion of March Performance Graphics, Inc.

Product will not be issued NO RETURN, NO REFUND, NO REPAIR

Restrictions and Other Warranties

DEFECTIVE MATERIALS OR DEFECTIVE WORKMANSHIP will produce a product that is not in compliance with the specifications or the workmanship will result in a product that is not in compliance with the specifications.

Warranty

March Performance Graphics, Inc., Guarantees most products for a period of one (1) year from the date of purchase. March Performance Graphics, Inc. shall not be responsible for any materials, labor, or workmanship errors or defects in materials or workmanship.

Privacy Policy

This site does not collect, store, or use any personal information that identifies you other than our Customer Service department. Any information you provide will be used only to process your order, to answer your questions, and to send you updates on your order. Your personal information is never sold, rented, or shared with any third party without your expressed written consent.

Limited Warranty

March Performance Graphics, Inc. warrants its products to be free of defects in material and workmanship for a period of one (1) year from the date of purchase. March Performance Graphics, Inc. is not responsible for any damage caused by the use or misuse of its products. March Performance Graphics, Inc. is not responsible for any loss or damage caused by the use or misuse of its products. March Performance Graphics, Inc. is not responsible for any loss or damage caused by the use or misuse of its products. March Performance Graphics, Inc. is not responsible for any loss or damage caused by the use or misuse of its products.